
MobilTraf

TRAFFIC 
COUNTING

CLASSIFICATION DATA 
COLLECTION

COMMUNICATION DETECTION

TRAFFIC COUNTER AND CLASSIFIER

Latest generation microwave technology

for accurate and reliable traffic flow

detection.  

Advanced signal analysis to ensure

precision in the classification and

counting of vehicles, bicycles, and

pedestrians.  

Optional GSM/GPRS communication for

automatic remote data transmission.  

Optional integrated GPS module for

automatic device localization and

position recording in detection files.  

USB and Bluetooth® interfaces for local

configuration and data downloading,

with or without a cable.

Technology
High-performance traffic counter and classifier for urban and
suburban areas

The MobilTraf is a high-performance unit for counting and classifying road
traffic, ideal for non-urban roads with moderate to high speeds, as well as
urban areas and cycle paths for bicycle monitoring.

Available in two versions: “Compact” for roads with speed limits below 60
km/h, and “300” for roads with speed limits up to 90 km/h.

It uses advanced microwave, signal-processing and communication
technologies, offering great operational flexibility, very low power
consumption and excellent accuracy.

Distinctive features
Detection of vehicles and bicycles

Side installation on guardrail or pole

Side installation on guardrail or pole

High operational autonomy and communication
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Battery, photovoltaic, or mains

power supply  

Autonomy up to 20 days for

temporary use  

Automatic data transmission via

GPRS to FTP or email  

Automatic localization through

optional GPS module  

Data storage on high-capacity

SD card  

Configuration and data export

via MobilTraf Manager

MobilTraf  can be powered by a battery, with an autonomy of up to twenty days for

temporary campaigns, or via a photovoltaic panel or electrical network (230 V / 50 Hz)

for permanent installations. 

Local communication is carried out via USB port or Bluetooth® module, with or

without cable. For remote connections, an optional internal GSM / GPRS module is

available that allows the automatic sending of data at predefined intervals to an FTP

server or an email inbox, simplifying information collection. 

The optional GPS module automatically locates the device and records the position

in the detection files, avoiding manual setting for each new installation. The

MobilTraf Manager application allows the configuration of detection parameters,

downloading, deletion, data processing, and export in formats compatible with

electronic spreadsheets.

INSTALLATION Next to the road or bike path; about 1m in height

COMMUNICATION
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Technical Specifications

Operational functionality

MobilTraf 

Energy autonomy, remote communication, and simplified data
management for temporary and permanent campaigns

MobilTraf combines

detection precision, energy

autonomy, and advanced

connectivity, offering a

reliable solution for

temporary or permanent

monitoring campaigns in

urban and suburban areas.

COMPONENTS SPECIFICATIONS

LOCALIZATION

Bluetooth®
GSM / GPRS (optional)

GPS (optional)

FIELD OF MEASURE 1 km/h ... 255 km/h

POWER SUPPLY
Batteries (housed in special boxes) - Photovoltaic panel
(optional) - Electric grid 230 V / 50 Hz (optional)

BATTERY ENCLOSURE

AUTONOMY
Up to 10 days with 2 battery cassettes of 12 V / 9 Ah (depending on the
activated functions) - Up to 20 days with 2 battery cassettes of 12 V / 18
Ah (depending on the activated functions)

OPERATING TEMPERATURE -20 °C ... +60°C

INGRESS PROTECTION IP65

DIMENSIONS AND WEIGHT

SOFTWARE

OPTIONAL ACCESSORIES

MobilTraf Manager

USB Cable  
Charger for standard battery box  
Power supply for smart battery box  
Carrying bags (device and battery boxes)  
Pole mounting kit  

Standard 12 V / 9 Ah Smart 12 V / 9 Ah, or 12 V / 18 Ah
(optional)

INTERFACE USB 

Industrial SD card of 512 MB (optional 2 GB)MEMORY

1090 X 215 X 90 mm (L X H X D) - 8.9 Kg, without battery boxes 1 battery
box 12 V / 9 Ah = 3.5 Kg 1 battery box 12 V / 18 Ah = 6.0 Kg

DETECTED DATA: Vehicle by vehicle: date; time; transit number; lane; direction;

temporal distance and interval from the preceding vehicle (headway and gap);

speed; length • Bicycles and pedestrians: date; time; transit number; direction; speed
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